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hem Part No Qty item Part No Qty ftem Part No Quy Service Klits * Indicates normal replacement items. it is recommended that adequate
Ps. Nr. Teil Nr.  Menge Ps. Nr. Tell Nr.  Menge Ps. Nr. TellNr.  Menge Service Ausriistungen :l':vcka are Tm servicing f:ﬂ:'fem_;nls- bt and A numbe
ays quote tool model number, serial number and spare part number
No. Article  Réiérence  Qté No. Article  Reéférence  Qté No. Article  Rélérence  Qté Trousses d'Entretien when ordering pares.
1 323083 i 12 251503 3 20 306543 1 @ * Bedeutet normale VerschigiBiwile. Es empfiehit sich eine angemessene
Part Ho Item Qty Menge f0r Wartungszwecke aul Lager zu halten.
2 294893 1 (390 RPM) (980 RPM}) Teil Nr. Ps.Nr.  Menge Bei der Beatullung von Ersatzteilen, bitte immer angeben: Typennummer
3 323073 1 161373 3 306553 1 Rélérence  No, Articie  Qté der Bohrmaschine, Werknummer und Ersatzieinummer.
* Le symbole asiérisque (*} indique des articies de rechange normaux. Il
4 323093 ! (620, 980, (1650 RPM) 21 2 @ asl recommarké d'en conserver des stocks suffisants pour assurer ules
5 251983 1 1650 RPM) 21 3433 2 356673 [ ° . las opérations d'snuetien courant
. Lors de la commande de piéces de rechange, toujours citer le numérp de
6 322843 1 13 299183 1 22 304673 1 modéle de I'outillage, Son numéro de série at ia numéro de rétérence de
7 296863 1 *14 306303 2 23 254873 2 chaque pidce de rechange. ‘
8 322903 1 15 306713 1 24 254853 1 DN Indica elemantos de reposicion regular. Se recomienda lener una
(350 RPM (390 RPM) 25 st gt schesmit e 8 o r e ¢ o s rrmiriere
322893 1 306703 1 (390, 620 RPM) modelo de la herramienta, su nimerc de serie y &l nimero de la pieza de
(620, 980 RPM) {620 RPM) 306503 1 ’““"_’m"_' .
322913 1 306693 1 (980, 1650 RPM) D e e e 20
(1650 RPM) 980 RPM) *26 36613 5 Cite sempre o nimero do moddio da ferraments, nimero de série. 8
9 323133 1 306683 1 27 254883 1 himero da pega accesdiia quando pedindo aceestrios.
(390 RPM) (1650 RPM) 28 254903 1 D o e Ate o e/l i mantanare scak
323123 1 *i6 251663 3 29 323023 1 Nell'ordinazione di ricambi u:re il numero di modello del'utensile, il *
{620, 980 RPM) (390, 620 RPM) 30 298143 1 ﬂumera:wn:t memoo:o;qu:l:“ catalogo del pezzoa. ,
* €l Vo T, . § Y
323143 1 208893 3 31 61103 3 Vo TpelTe apRers GmSena anb 18 i e XPLLovIR BvekaOaTo
(1650 RPM) (980, 1650 RPM} (/s NPT) “m fwgwﬂvg: ava:"szd ndvra va ypoeere Tov aeud
TOU EPYOAL TOV I
10 251663 3 17 209113 3 32 355893 1 “BOMM e e *® dm"::‘n‘;: """“"H"h""”"m“"f“
(390 RPM) (390, 620) 33 54853 2 D o o cra oo o |
298893 3 299073 3 52‘ b:::l':m :nan roumondefdel:s mravlzjnd hn;:delmmmr i
(620, 980, (1650 RPM) . l:dlkerer normale udskiltningsemner. Det anbefales at hn:: dgetioq'
1650 RPM) 299093 3 @& forsyninger af dele ti brug i forbindelse med eftersyn, i
Opgiv altid det karekte vaerkiajsmodelnummer, serienummer og .
1 299113 3 (380 RPM:; reservedelsnummer ved bestiling af reservedelo. i
(390 RPM) 18 30631 1 D) * Angir normale reservedeler. Det anbalakes at tisrekkelig antall ¢
299093 3 18 268593 1 reservedsler holdes pa lager. i
Ved bestilling av deler ma man allid oppgl verkisyets modolht o9
(620, 980) {390, 620 RPM) ool “'“P'
299073 3 313163 1 €T * Utmiirker normala reservdelar. Vi rekommenderar at tikackiigt m&l
(1650 RPM) (980 RPM) tagras fr serviceandamal.
313153 1 Uppge alitid verktygets modelinummer, setlenummer samt mervdelcns
nummer vid bestalining av reservdelar.
(1650 RPM) GFRD * Viittaa wavallisiin varacsin. Suosinelemme, etth riinivil masria pldohnn
varastossa huoliotarpeita varten. '
Tybkalun mallinumero, sarjanumero [a varasosan NUMGro on aina ;_!
mainittava tilatiaessa. ,‘
i
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ACCESSORIES To Dismantie: refer to main illustration

D L A range of accessories are available and suitable items should be
% g selected from the Desoutter catalogue.

MAINTENANCE INSTRUCTIONS

Desoutiar Limited 1. Servicing should be camied cut at intervals of 1000 hours® use.
2. Al lorque figures £ 10%.
3. Replace as necessary all ‘O rings, bearings and rotor blades,
STATEMENT OF USE see sarvice kit.
This motor is designed to be incarporated into a lixed or maving 4. @ Inciicates direction of dismantiing.
machine. . . .
It can be connected for either right or left rotation or swilchable 5. gl:?;ﬁiﬁ::;g c:: c‘;:u" f::::_‘;seah:nb::%ll: elc, ensure that the
batween the two with suitable valving. pr :

The motor should be mountad by the flange or threaded nose only.
The risk of the motors being the source of ignition of a potentially
explosive atmasphere is extremely small.

The user is responsible for assessing the risks associated with the END CAP TO BE PRESSED INTO _,__I , . gg
whole machine into which the motor is to be incorporated. BEARING HOUSING IN DIREGTION OF H §
ARROW ‘A’ TQ DIMENSION SHOWN
GENERAL Recommended inlet hose I
oot
o -
= - %\ |
: 10mm
= | 2 N
{ am -
Lubrication
Correct lubrication is vital for the maximum performance of the tool 7
and an airine lubricator should be fitted in the system down line of
the filter. Use ISO VG 15.
158733 = Molycote PG75 273283 = BP FGOOEP )
208893 = Rocol M204G 27852 =isovats 0 | 0 KL .
273273 = BP Q5618
DATA
Maximum air pressure Pmax = 6.3 bar (1
Minimum air pressure Pmin = 2 bar
Sound Pressure Level (dBa) = 73 re. CAGI-PNEUROP Test code 0.040
Vibration Level (m/sec’) = <2.5re. ISO 8682 27662 0.025 —p]
Welght : \"
Motor type/HPM k THIS DIMENSION TO APPLY
20M6-5, 45 o,gsa AFTER BEARING IS PRESSED \%
2DM6-60, 90, 290 0.78 ONTO ROTOR & .
2DM6-390, 620, 980, 1650  0.78
2DMB-2700, 4200, 16000 0.60
2DM6-9000 0.80

Printed in England 3 of 14 Part no. 35675.3 tp 35681.3 Issue 2 5.94



