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Braiaemrioning 2F8-PX-2000 1236964-C  1236884-C
Huolto-ohieet 2F8-PX-1100 1236704-C  1236624-C tanm
Osalustieln 2F8-PX-650 1235734-C  1235654-C
KayttSohjeet 2F8-PX-450 1235994-C  1235814-C
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H 516" Drive F6.3 14.Nm
Huotto-ohjeet 2F8-PX-750 1236464-C 1236384-C
Kayttoohjeet 2F8-PX-500 1236124-C  1236044-C
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ltem Part No Qty lem PartNo  Qty Item Part No  Qty * Indicates normal replacement itermns. I} is recommended that adequate
Ps. Nr. Teil Nr. Menge Ps.Nr. TeilNr. Menge Ps. Nr. Teil Nr. Menge stocks are held for servicing requirements.
No. Article  Référence  Qté No. Article  Référence  Qié No. Article  Référence  Qté Ahways quote tool model number, seriaf number and spare part nusmiber

when ordering spares.

; 2;‘14222 1 v 2235? 1..3 1 38 2§1$6§ ! @ * Bedeute! normale VerschieiBleile. Es empfiehit sich eine angemessene
(e *39 25172 ! Menge tiir Wartungszwecke auf Lager zu haften.
{2000RPM) 223425 1 *40 500973 1 Bei der Bestulfung von Ersatzteilen, bitte immer angeben: Typennummer
(1100RPM} (F8.3) 4 43463 1 der Bohrmaschine, Werknummmer und Ersatzleilnummer.
{650RFM) 223433 i ‘42 43493 1 . ] o ]
{450RPM) {F11.2) 43 251733 1 @ Le symbole asié'rlsque (") indique des arficles de rechange nurma:ux,‘ll
3 73798 1 18 293543 1 *44 278203 1 esf recomrnand*lé d'en conserver des slocks sulfisants pour assurer toules
4 D51533 19 50f17 45 £51253 1 les opérafions d'entretien cpurarﬂ. . )
{(2000RPM) 19A 57448 1 46 15043 1 Lors de la commande de pidces de rechange, toujours citer le nuimiére de
{1000RPM) 20 40f17 “47 955593 1 modéle de f'outillage, son numéro de série et le numéro de référence de
{50RPM) 21 270233 1 “48 500913 1 chague pizce de rechange.
{450RPM) 22 313203 1 43 251273 1 @ * Indica elementos de reposicidn regular. Se recomienda tener una
5 76713 i {2000RPM) *BO 375663 1 cantidad adecuada de los mismos en resefva a efectos de mantenimiento.
{2000RPM) 313893 *B81 255583 1 Al encatgar piezas dg recambio_, siempre det}e indica.rse el ndmert_: de
{1100RPM) {1 100RPM) 52 251213 1 modelo de 1a herramienta, su namero de serie y el nimero de Ia pieza de
{ESORPM) (750RPM) 53 501193 1 recambio.
{450RPM) (850RPM} (G'/a} D * Indica ilens que sdo subslituidos regularmente. £ recomendado que
3] 4 of 17 313913 1 501213 estoques adeguados sejam mantidos para requisitos de manutencio.
¢ 7 42353 1 (S00RPM) (/4'NPT) Cite sempre o nidmero do modélo da ferrarmenta, nomero de série, e
9 251643 1 (450RPM) *54 99853 1 namere da pega accesdria quando pedindo acessérios.
{7SORPM) 23 251393 1 55 500353 * L-asterisco denocta recambi normali. Si consiglia di mantenere scorle
(450RPM) (1100RPM) 56 500933 1 @ adeguate alle esigenze della manutenzione.
10 251623 1 (FS0RPM) 57 18173 1 Neftordinazione di ficambl citare (1 numero di modello defiulensite, i
Wsoggm) {850RPM) 58 501083 1 numere di matricola e quello di catalego del pezzo.
11 (452051 553) 1 Sg gg?ggg 1 gg S;glgg : *  Inuaivel ouvnopéva eidn (Tepdxia) ya avuikotdotaon. Zag ouvioTope
(F11.2) 25 64368 1 51 99853 1 va MpEiTe apketd andBepa and ta eiby rov xpeidiovia aviikatdaracn.
: Otav ropayyéhvete avralAakTikd mavia va vpagpete tov apBud
12 251633 i 27 256733 1 62 251239 1 HovIEACU TOV £pYOAEiou, TOV QpIBUS DEINAG xal Tov apBud avTaAOKTIKOLD.
(F11.2) 28 500203 1 *63 52663 1
13 223483 1 29 251343 1 *64 278793 1 @ * Betekent nommale reserveartikelen. Het verdient aarbeveling om
(F11.2) {2000RPM) 65 251223 1 voldoende voor onderfoudsbehoeften vooradig te hebben.
3503 5373 2 Bij bestelling van reservesnderdelen geef attijd medelnummer, volgnummet
14 2235 1 251363 1 66 18537 f altijd model f
(3he") {1100RPM) B7 553113 2 en reserveonderdeelnummer van het werkluig op.
223513 - -1. .. . . (750RPM) 68 373373 1 * Indikerer normale udskiftningsemner, Det anbefales at have rigelige
(F6.3) (650RPM) €8 54853 2 forsyninges af dele fil brug i forbindelse med eftersyn.
223523 1 251353 1 Coe Opgiv altid det komrekte veerktpjsmodelnummer, serienummer og
(F11.2) (S00RPM) Supplied Accessories reservedelsnummer ved bestilling af reservedele.
15 62458 1 * {450RPM) ) 70 29932 1 @ * Angir normale reservedeler. Det anbefales al lilstrekikelig antall
Cher) g0 305233 2 (2000RPM) reservedeler holdes pa lager.
?ggs; ,g; gggggg _1| (1100RPM) Ved bestifiing av deler ma man alltid oppyt verkisyels modelinr., serfenr. og
. reservedelens nr.
223493 1 33 256713 1
{(F11.2) 34 2EGBTES 1 @ * Utmarker normala reservdelar, Vi rekommenderar ati tillrackligt antal
16 72408 1 a5 256773 1 lagras f8r sefviceandamal.
(e *36 251873 1 Uppge alltid verktygets modelinummer, serienummer sam! reservdelers
BBRER 1 37 255623 1 nummer vid bestaltining av reservdelar.
(FB.3) : (@) CFiRy * Viltaa tavalisiin varaosiin. Suositelemme, el riltavia maaria pidetadn
223533 1 255633 varastessa huoftotarpeita varten.
(F11.2) {/"NPT) Tydkalun mallinumero, safanumero ja varasosan Rumero on alna

mafniitava lilattaessa.

Printed in England 3 of17 ‘ Part No. 371643 Issue 1. 7.95



= AirToolPro.com by Zampini Industrial Group - Premier Tool Suppliers Since 1987 1-800-353-4676 =

wr -w
Itern Part No Qty ltem Part No Qty
Ps. Nr, Teil Nr.  Menge Ps. Nr. TeilNr.  Menge 2000 RPM 1100 RPM 1 12 13 14
No. Article Référence  Qté No, Article Référence  Qte 910 . [ ‘-,
.
1 251523 1 8  (500RPM) LN @E@ [ )
{2000RPM) (650RPM) AN
251513 1 (450RPM)
{(1100RPM) g 251433 1
{850RPM) (1100RPM)
(450RPM) 254953 1
251613 1 . o
(750RPM) (750RPM)
(500RPM) (680RPM)
2 251983 1 251573
3 500763 1 (S00RPM)
4 500813 1 (450RPM)
5 274083 1 10 251403 3
{2000RPM) (1100RPM)
{650RPM) (750RPM) 650 RPM:450 RPM
oy
251963 3
| {1100RPM) (500RPM)
251603 1 450RPM)
(750RPM) . (
051593 1 11 251673 3
6 251973 3 (750RPM)
{2000RPM) (650RPM)
251403 3 251663 3
(1100RPM) {500RPM)
251963 3 (450RPM)
(750RPM) 12 501943 1
(S00RPM) (2000RPM)
(650RPM) 251473 1
(450RPM) (1100RPM)
7 251663 3 (750RPM)
{2000RPM) (650RPM)
(750RPM) (500RPM) .
(S00RPM) (450RPM) 273273
(650RPM) 13 251993 1
(450RPM) (1100RPM)
251673 3 {750RPM)
(100RPM) (650RPM)
8 251483 1 (500RPM)
{1100RPM) (450RPM)
251583 1 14 251373 1
(750RPM)
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ltem PartNo Qiy
Ps. Nr. TeilNr.  Menge 750 RPM:500 RPM
No. Article Référence Qté

1 223313 1

2 81233 21

3 223243 1

4 223263 1

5 223253 1

3] 223273 ]

7 223283 2

8 224673 1

=] 223283 1

10 223303 1

2000 RPM:1100RPM: 650 RPM:450RPM 750 RPM:500 RPM

f
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STATEMENT OF USE

Product is designed for installing and removing threaded fasteners
in wood. metal and plastic.

GENERAL Recommended inlet hose
I*—i M
-@e_ 10mm
{
! 3m o
Lubrication

This is a DRYLINE tool designed to operate on a totally dry air line
i.e. one without any oil or water moisture.

DRYLINE tools can also operate on a lubricated or parily [ubricated
air line thus allowing easy interchangeability with existing
installations. If lubrication is required an air line lubricator should be
fitted down stream of the filter, Use 1SO VG 15.

158733 = Molycote PG75

208893 = Rocol M204G

273273 =DBP Q5618

273283 = BP FGOOEP

27662 =80 VG 15

DATA

Maximum air pressure Pmax = 6.3 bar
Minimum air pressure Pmin =2.0bar

=82 +2 re. CAGI-PNEUROP
~ Test code
*with side handle 288043

Sound Pressure Level {(dBa)
Vibration Range {m/sec®) )
fittedre. [SO 8662/1

2000 RP:1100 RPM = <25 *<25
750RPM = 53-62 *53-6.3

650 RPM = <25 *1.9-3.1
500RPM = 60-9.2 *5.4-66
450RPM = 21-28 *2.4-35
Weight

2000 RPM = 1.3kg *
450 RPM:650 RPM:1100 RPM = 1.5kg

750 RPM:500RPM = 1.8kg

Accessories

A wide range of accessories are available and a suitable item
should be seiected from the refevant Desoutter Catalogue.

CPERATING

With the correct accessory fitted connect the tool to the air supply.
Grip the tool then press onto the fixing that is to be tightened and
depress the throttle control,

The motor will start and tighten the fixing fo the requirad torque set
by adjusting the tension on the clutch spring.

Do not ailow the tool to impact for more than one second.

Release throttle control and remove took from fixing.

To engage reverse rotation; prass the reverse button and toggle
lock pin.

MAINTENANCE INSTRUCTIONS

1. Setvice should be carried out at intervals of 1000 hours’ use.

2. All torque figures = 10%.

3. BReplace as necessary ail ‘0" rings, bearings and rotor blades.
See service kits.

4. When disposing of componants, lubricants, etc ... ensure that
the relevant safety procedures are carried out.

5. () Indicates direction of dismantling.

6. Torque values stated are for assembly.

CYLINDER ORIENTATION

The cylinder must be correctly orientated so
that all cut-outs in the cylinder and the ;
bearing plates co-incide

A WARNING - @

END CAP TOBE
PRESSED (NTC BEARING
HOUSING iN DIRECTION
OF ARROW 'A'TO
DIMENSION SHOWN

THIS DIMENSION
TO APPLY AFTER
BEARING IS
FRESSED ONTO

ROTOR

& WARNING

BEFCRE OPERATING THIS TOOL.

READ AND UNDERSTAND PNEUMATIC
SCREWDRIVER SAFETY INSTRUCTIONS
PART NO. 37027.3

THE ROTOR BLADES IN THIS TOOL HAVE A PTFE CONTENT.
THE NORMAL HEALTH AND SAFETY RECOMMENDATIONS
CONCERNING PTFE MUST BE OBSERVED WHEN HANDLING
THESE ROTOR BLADES.

(1) DO NOT SMOKE.

(2) MOTOR COMPONENTS MUST BE WASHED WITH CLEANING
FLUID AND NOT BLOWN CLEAR WITH AN
AIR LINE.

(3) THE SILENCER MUST BE REPLACED WHEN DIRTY, DO NOT
CLEAN AND RE-USE.

(4) WASH HANDS BEFORE COMMENCING ANY OTHER
ACTIVITY.

©Copyright 1995 Desoutter, London NW8 6ND, UK.

All rights reserved. Any unauthorized use or copying of the contents
or part thereof is prohibited. This applies in particular {o trademarks,
model denominations, part numbers and drawings.

Use only autherized parts. Any damage or malfunction caused

by the use of unautherized parts is not covered by Warranty or

Product Liability.
Desortlsr

™

Desoutter Limited
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