A A A A A & a -
L ]

rToolPro.com by Zampini ;dustrial GArou;) - Premier Tool Suppliers Since 1987 1-800-353-4676 =

- - - —

Desoutter Limited, HP2 7DR (UK)

Servicing Instructions
Parts List
Operating Instructions
Wartungsanleitung
(DD Teileliste
Bedienungsanleitung
Manuel d'entretien
(P Liste de pigces
Manuel d'utilisation
Instructions de Servicio
(ED Listas de Repuestos
Instrucciones de Operacion
Instrugdes de Manutengéo
D) Listas de Pegas
Instru¢des de
Funcionamento
‘Instruzioni per la
@ Manutenzione
Elenco delle Parti
Instuzioni Operative
O8ny1ec Zuverjpnong
KotoXoyor Avraldaxtiiev Mepo
Oényieg Aetrovpyrdg
Onderhoudsinstructies
Onderdelenlijst
Bedieningsinstructies
Servicevejledning
(@K Liste over dele
Betjeningsvejledning
Serviceinstruktioner
(ND Delelister
Driftsinstruksjoner
Serviceinstruktioner
(5D Reservdelslista
Bruksanvisning
Huolto-ohjeet

@IND Osaluettelo

Kéayttoohjeet

AFDE600/610/62

 Desoutise | D)

0

AFDE610-5250-433243-C
AFDE610-4600-433233-C
AFDE610-3750-433223-C

AFDE610-2850-433213-C
AFDE610-2350-433203-C -

AFDE610-1750-433193-C
AFDE610-1450-433183-C
AFDE610-1200-433173-C
AFDE610-900-433163-C
AFDE610-550-433153-C
AFDE610-330-433143-C
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AFDEG620-5250-433583-C
AFDE620-4600-433573-C
AFDE620-3750-433563-C
AFDE620-2850-433553-C
AFDEG620-2350-433543-C
AFDE620-1750-433533-C
AFDE620-1450-433523-C
AFDE620-1200-433513-C
AFDE620-900-433503-C

AFDE620-550-433493-C

AFDEG620-330-433483-C

AFDE600-5250-433473-C
AFDE600-4600-433463-C
AFDE600-3750-433453-C
AFDEG600-2850-433443-C

.AFDE600-2350-433433-C

AFDE600-1750-433423-C
AFDEG600-1450-433413-C
AFDEG600-1200-433403-C
AFDE600-900-433393-C
AFDEG600-550-433383-C
AFDE600-330-433373-C
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Desoutter Limited, HP2 7DR (UK)

AFDE600/610/620
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™ Item No.  Part No. Description Qty BELTS AND PULLEYS FOR AFDE 600 SERIES
D% W ; RS N e Rafsrence Menge Tool type Speed ltem52 ltem62 ltem 61
) 44 370733 Bearing 2 AFDE600/610/620 330 432232 432323 432383
Desoutter Limited. HP2 7DR (UK) 45 322203 Spacer 1 AFDE600/610/620 550 432353 432313 432413
peAeC Sirelip 2 AFDE600/610/620 900 432273 432323 432373
pacer
ltem No.  Part No. Description aty 48 411013 Gearbox Assembly 1 AFDE600/610/620 1200 432283 432303 432373
Pos. Nr. Teil. Nr Menge 49 410843 Pulley housing 1 AFDE600/610/620 1450 432323 432323 432383
No. Article Référence Qté 410823 g‘ :To'ehmO‘?f) ; AFDE600/610/620 1750 432273 432323 432373
s ] 173483 Thread protection cap 1 (2 Pre motor AFDEG00/610/620 2350 432283 432303 432373
§ 1183?3 ‘é";‘;ﬁ;;ej;éeve 1 50 322543 Screw 2 AFDE600/610/620 2850 432323 432323 432383
4 381533 Seal 1 51 922533 'S)clflew f AFDE600/610/620 3750 432333 432313 432393
5 381543 Felt seal ; 52 ulley AFDE600/610/620 4600 432343 432313 432403
g gg:ggg gur[lg? case 1 54 444033 Jockey Wheel Assembly 1 AFDE600/610/620 5250 432353 432313 432413
i 1
g gg} ggg (S);l)]:;?g 1 56 273653 Screw 4
10 381573 Spacer 1 57 236383 Screw 1
11 381603 O-ring 1 58 302363 Pulley washer 2
12 322133 Drive sleeve 1 59 236363 Screw ) 2
13 411323 Driveshaft 1 60 410833 Pulley housing cover 1
14 322463 Bearing 1 g; ge:; :
15 (322293 Key 2 2 220353 SU ey :
16 381693 Extension tube 1 6 TR Screw 4
17 381623 Seal 1 crew
18 381 613 Piston 1 (use WIth 3251 33 mOtor) Lou Zampini & Associates
19 381633 O-fing 1 64 432733 Spacer 1 & o
20 382363 Circ[ip 1 65 432763 Motor 0.37 Kw 1 Nosth }:?;éd?fsnzc:&?é 02504
21 381663 Adaptﬂr I'ing 1 AFDEGOD - 4 Pole nﬁp‘ﬁr\m :i;gzgec:‘:::ls com
22 381643 Seal 1 325133 Motor 0.33Kw 1 i -
23 50783 O-ring 1 AFDES00 - 2 Pole
24 382303 O-ring 1 433273 Motor 0.75 Kw 1
25 381583 Bush 1 AFDESG10 - 4 Pole
26 322393 Stop pin 1 239003 Motor 0.75 Kw 1
27 228003 Screw 2 AFDEG610 - 2 Pole
28 6512 Washer 2 433603 Motor 1.1 Kw 1
29 381493 Crosshead 1 AFDE620 - 4 Pole
30 236373 Screw 2 433613 Motor 1.1 Kw 1
31 266393 Nameplate 1 003 :\\AF?EGZORZ Pole 1
32 325103 HCU cover 1 433 Ag Doé %go vir1 ool
a3 216683 Cap screw 1 - 4 Pole
34 322493 Screw 1 396153 \ Motor 0.33 Kw 1
35 223203 Nut 1 >~ AFDE630 - 2 Pole
36 381653 Actuating pin 1 433873 ng’é E%5 l;v'v3 | 1
37 381673 Bush 1 -4 Pole
38 381683 Guide rod 1 253623 Motor 0.75 Kw 1
39 326653 Crosshead cover 1 AFDEB40 - 2 Pole
40 54853 Screw 2 434103 Motor 1.1 Kw 1
41 355893 Nameplate 1 434113 :\AFDEiiS:)k 4 Pole 1
42 381503 Control housing 1 A lgg)éeéo W2 Pol
43 113173 Circlip 2 - 2 Pole
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Desoutter Limited.

* Indicates normal replacement items. It is recommended that
adequate stocks are held for servicing requirements.

Always quote tool model number, serial number and spare part
number when ordering spares.

* Bedeutet normale VerschleiBteile. Es empfiehlt sich eine
angemessene Menge fiir Wartungszwecke auf Lager zu halten.

Bei der Bestellung von Ersatzteilen, bitte immer angeben:
Typennummer der Bohrmaschine, Werknummer und
Ersatzteitnummer.

* Le symbole astérisque (*) indique des articles de rechange
normaux. il est recommandé d'en conserver des stocks suffisants
pour assurer toutes les opérations d'entretien courant.

Lors de la commande de piéces de rechange, toujours citer le
numéro de modéle de l'outillage, son numéro de série et le numéro
de référence de chaque piéce de rechange.

* Indica elemenlos de reposicién regular. Se recomienda tener una
cantidad adecuada de los mismos en reserva a efectos de
mantenimiento.

Al encargar piezas de recambio, siempre debe indicarse el nimero
de modelo de la herramienta, su nimero de serie y el nimero de la
pieza de recambio.

* Indica itens que s&o substituidos regularmente. E recomendado
que esloques adequados sejam mantidos para requisitos de
manutengao.

Cite sempre o nimero do modélo da ferramenta, numero de série,
e nuimero da pega accesoria quando pedindo acessorios.

* L'asterisco denota ricambi normali. Si consiglia di mantenere scorte
adeguate alle esigenze della manutenzione.

inteddn Enaland ) 4 of 69
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Nell'ordinazione di ricambi citare il numero di modello dell'utensile,
il numero di matricola e quello di catalogo del pezzo.

* Inpaiver ouvnBiopéva £ibn (zepdxia) yia avikatdgtaon. Zag
ouvI1oTOUE Va tnpeite apketd andbepa and ta eidn nou ypeialovia
QavTiKatdotaorn.

Otav napayyédvete aviallakukd navia va ypadete tov apidpd
povithou tou epyadeiou, tov apiBpé oeipGg xai tov amOpé
avtadAaKTiKoy:

* Betekent normale reserveartikelen. Het verdient aanbeveling om
voldoende voor onderhoudsbehoeften voorradig te hebben.

Bij bestelling van reserveonderdelen geef altijd modelnummer,
volgnummer en reserveonderdeelnummer van het werktuig op.

* Indikerer normale udskiftningsemner. Det anbefales at have rigelige
forsyninger at dele til brug i forbindelse med eftersyn.

Opgiv altid det korrekte veerktejsmodelnummer, serienummer og
reservedelsnummer ved bestilling af reservedele.

* Angir normale reservedeler. Det anbefales at tilstrekkelig antall
reservedeler holdes pa lager.

Ved bestilling av deler ma man alltid oppgi verkteyets modelinr.,
serienr. og reservedelens nr.

* Utmarker normala reservdelar. Vi rekommenderar att tillréckligt
antal lagras {6r servicedndamal.

Uppge alitid verktygets modellnummer, serienummer samt
reservdelens nummer vid bestélining av reservdelar.
* Viittaa tavallisiin varaosiin. Suosittelemme, efta riittavid méaaria
pidetédan varastossa huoltotarpeita varten.

Ty6kalun mallinumero, sarjanumero ja varasosan numero on aina
mainittava tilattaessa.

Low Zampini & Assoclates
37 Contler Drive
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Item No. Part No. Description Qty

Pos. Nr. Teil. Nr. Meng
No. Article Référence Qté
12 168723 Barrel 1
13 168843 Screw 1
14 168873 Screw 2
15 168703 Bearing Housing 2
16 168583 Sleeve 2
17 168853 Spring Ring 1
“18 168793 Bearing 3
16 *19 168733 Thrust Race 2
383813 20 168743 Gear 1
- *21 168573 Bush 2
Item No. Part No. Description Qty 22 168693 Spindle 1
Pos.Nr.  Teil. Nr. Menge 23 168783 Pin 1
No. Article Référence ‘ Qte 24 168883 Retaining Ring 1
1 34742  Tapping Chuck 1 25 168593 Dog 1
2 36172  Collet 3/16 1o 1/2in. 1 *26 168773 Bush 1
39242  Collet 5/16 to 5/6in. 1 27 168643 Gear 1
3 168893  Screw, 1 28 168803 Bearing 8
4 168683  Washer - ! 29 202293 Gear and Spindle Complete 4
5 168763  Circlip 1 30 175803  Circlip 1
6 175953  Disc 1 31 383823 Adaptor 1
7 175673 Disc 1 32 327713 Screw 1
8 168713  Cap 1 33 168683 Washer 1
9 168613 Spring 1 34 176883 Keyed Sleeve Complete 1
10 168603  Washer 1 35 168863 Circlip 1
1 168813  Circlip 1 36 383783 Locknut 1
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Desoutter Limited, HP2 7DR{UK)

355263-B32 368163-B16
326593-B24 326563-B3
327723-B1 356373-B33

item Part No. Description Qty
Ps. Nr. Teil Nr.
No. Article  Référence
1 327713 Screw - B1,B16,824 1
- 64868 Screw - B32 1
2 34752 Chuck - B1 1
3 29232 Key - BT 1
4 322063 Shatft- B1, B24 1
- 368153 Shaft-B16 1
- 355273 Shatt - B32 1
5 329343 Pin 1
6 322073 Nut 1
7 L 500993 O-Ring 1
8 ! 370733 Bearing 3
9 200703 Circlip 1
10 322103 Spacer 1
1 500963 O-Ring 1
12 209953 Screw 1
13 326623 Shaft - B3 1
- 356363 Shatt - 833 1
14 238793 Screw - B3 1
- 396223 Screw - B33 1

500993 O-Ring
370733 Bearing
200703 Circlip
349983 Spacer
500963 O-Ring
209953 Screw

326573-B2
Iitem Part No. Description Qty
Ps. Nr. Teil Nr.
No. Article  Référence :
116803  Nut &
322413 Shatft H
329343 Pin |
322073 Nut {
]
i

- . »
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Desoutter Limited, HP2 7DR (UK)

5
324903

gt

™
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10 324903-B5
324913-B6
Item Part No. Description Qty
Ps. Nr. Teil Nr.
No. Article  Référence
1 74088 Cap 1
-~ 2 73798 Bush 1
, i 3 76713 Clip 1
! 4 251533 Case 1
i 5 251543 Case 1
/,/”’ 6 29932 Key 1
P 7 71378 Spring 1
- ; 71318 Spring 1
\ - 68448 Spring 1
R il 8 295863 Clutch 1/, 1
o) (324903)
295823 Clutch 5/,¢ 1
9 324553 Spindle 1
10 324563 Washer 1
17 20 1 324543 Cam 1
19 12 322063 Shaft 1
8 13 329343 Pin 1
! *14 500963  O-ing 1
15 324533 Adaptor 1
*16 500993 O-ring 1
17 370733 Bearing 3
18 200703 Circlip 1
19 322103 Spacer 1
20 209953 Screw 1

N,
.
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Desoutter Limited, HP2 7DR (UK)

411013
ItemPart No. Description Gty
Ps. Nr. Teil Nr.
No. Article  Référence
1 25568 Key 1
2 411043 Gear Ring 1
3 225913 Circlip 1
4 222673 Bearing 2
5 411073 Spacer 1
6 411033 Carrier 1
7 411083 Pin 3
8 - 411063 Needle Bearing 6
9 411053 Planet Wheel 3
10 367493 Circlip 1
11 411023 Housing 1
12 329383 ‘'O’ Ring 1
13 411103 Bearing 1
14 411093 Input Shait 1
15 322293 Key 1
16 200703 Circlip 2
17 370733 Bearing 1
18 113173 Circlip 1
19 322213 Pulley Spacer 1
20 322543 Screw 2
21 322533 Screw 2

0OT’'P’9 00000 O0O0OOGOOGOEOGGE S °
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436313-A1 103862-A6 =
item No. PartNo. Description Qty item No. Part No. Description Qty
Pos. Nr. Teil. Nr. Menge Pos. Nr. Teil. Nr. Menge
No. Article Référence Qté No. Article Référence Qté
1 236373  Screw 4 .
1 370393  Seal 1 2 64093 O-Ring 1 ;
2 436313  Block 1 3 381243  Pin 1 '
3 273653  Screw 4 4 51863 Spring 2
5 325073  Pin 2
Service kit . 6 113413  O-Ring 1
- 370943  Seal Kit 1 N *7 200713  O-Ring 1
8 395493 Pin 1
Adaptor Kit 9 99853 O-Ring 1
444513  BSP/NTP 1 10 42953 Air inlet 1
11 381193 Block 1
Printad in Enaland 9 of 69 Part No. 441513 Issue 2 07.98
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Desoutter Limited. HP2 7DR (UK)

OPERATORS INSTRUCTIONS
Air Supply - Main

. A water free and filtered air supply is required, at a pressure of 6.3
bar (91.4 Psig), with a flow rate of 9.9//s (21cu.fYmin) controlled by a
pressure regulator selected from the Desoutter Air Line Service
Equipment Catalogue.

Air Supply - Remote

The basic requirements are as above but the pressure must be at
least 2.7bar (40 Psig) and the flow requirement when signalling is
0.47 Ifs (1cu.fYmin). The signal duration should be kept to the
minimum to reduce air consumption.

Lubrication

Correct lubrication is vital for maximum performance of the tool and
an aidine lubricator selected from the Desoutter Air Line Service
Equipment Catalogue should be fitted into the system down stream of
the filter.

Desoutter recommend the use of an ISO Viscosity Classified oil,
grade number ISO VG 15, in the lubricator.

The tool can be operated on dry line.
Electricity Supply

The motor must be connected to a three phase supply in
accordance with the VOLTAGE CHART and provided with a starter
fitted with an overload protection.

Low Zampini & Assoclates
37 Contler Drive
Maorth Providence, Ri 82504
1 800 353 4678
FAX 401 679 0165
http:iwwdesouttertools.com

Printed in England

hd e v
Voltage Chart -3 Phase
(AFDEG600/610/620)
Tool Type- Voltage Freq- Power | Motor lelgii
Sp egd A uency kw Links | Current
r/min Hz A
AFDE600- | 380-420 50 0.37 Y 1.2
330-1450 | 440-480 | 60 0.45 Y 12
220-240 50 0.37 A 2.1
AFDEG00- § 380-420 50 0.33 Y 0.95
1750-5250 | 440-480 60 0.4 Y 0.9
220-240 50 0.33 A 1.65
AFDE610- | 380-420 50 0.75 Y 2.0
330-1450 | 440-480 60 0.9 Y 2.0
220-240 50 0.75 A 35
AFDE610- | 380-420 50 0.75 Y 1.8
1750-5250 | 440-480 60 0.75 Y 1.6
220-240 50 0.75 A 2.8
AFDE620- | 380-420 50 - 1.1 Y 2.5
330-1450 | 440-480 60 13 Y 2.5
220-240 50 1.1 A 48
AFDEG620- | 380-420 50 1.1 Y 2.5
1750-5250 | 440-480 60 13 Y 2.5
220-240 50 1.1 A 43
AFDE630- 575 60 0.3 Y 07
400-1750
AFDE630- 575 60 0.33 Y 0.65
2100-6300
AFDE640- 575 60 0.9 Y 16
400-1750 A
AFDEG40- 575 60 0.75 Y 12
2100-6300
AFDEGB50- 575 60 1.3 Y 2.1
400-1750
AFDE650- 575 60 1.3 Y 2.0
2100-6300
11 0of 69

Connecting to the Electrical Supply
WARNING: (1} ENSURE THE SUPPLY IS OFF BEFORE
MAKING CONNECTIONS.

(2) STAR AND DELTA CONNECTIONS ARE
TO BE STRICTLY IN ACCORDANCE WITH
THE SUPPLY VOLTAGE GIVEN IN THE
CHART. ANY DEVIATION FROM THE
CHART WILL RESULT IN DAMAGE TO
THE MOTOR.

Determine the supply voltage and refer to the voltage chart for
motor connections details.

For Y (star) connection, couple terminal W2 to U2 and U2 to V2.

For A (Delta) connection, couple terminal W2 to U1, U2 to V1 and
V2 to W1.

In both methods the motor will be direct on line connected.
NOTE: The terminals are fitted with 4mm pozidrive screws and the
connecting links are connected between the screws. The
earth connection is a 4mm pozidrive screw for which a
suitable screwdriver will be required.

IMPORTANT: Do not remove or loosen the bottom nut on the

terminals.
lwe w2 v —I Y !Wz_tgﬂv;‘l
Della VAN Star [
connection l | connection I I
} |
Earth l“[‘ ut v 1] Eadh |_H v fvi ‘i 1
1 2 3 1 2 3
FIGURE 1 Supply Supply

For all voltages: The supply cable (min. cable rating: armoured
flexible 1.0mm conductors) is connected to the motor terminals U1,
V1, W1 and earth, which are in the terminal box (see Figure 1). A
suitable cable clamp should be fitted; the terminal box is provided
with four (19mm diameter) "KNOCK-QUTS".

The Electric Motor

The motor is a totally enclosed, fan-cooled three-phase squirrel
cage, class B minimum insulation with working ambient temperature
of 40°C. Looking at the fan end of the motor the rotation should be
anti-clockwise, If the rotation is opposite, interchange connections
U1 and V1 to correct the rotation.

Part No. 441513 Issue 2 (07.98
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DATA

Maximum air pressure Pmax = 8bar

Minimum air pressure Pmin = 6bar

Sound pressure level = <70 dBA CAGI-PNEUROP Test Code
Weight = 17 kg

Statement of Use

The tool is designed for drilling holes, but may be adapted for other
specified purposes, using Desoutter approved accessories.

No other use is permitted.

NOTE: Provision must be made for an Emergency Stop if the tool is
used alone or buit into a machine. A suitable circuit
diagram for manufacturing an Emergency Stop is provided in
Figure 2.

WARNING: (1) ALWAYS DISCONNECT THE TOOL FROM

THE AIR SUPPLY BEFORE ATTEMPTING

/\ ANY  REPLACEMENT,  ADJUSTING,
SERVICING OR DISMANTLING.

(2) ENSURE THAT NO LOOSE ARTICLES OF
CLOTHING, LOOSE HAIR, OR CLEANING
MATERIAL CAN BE CAUGHT BY THE
MOVING PARTS OF THE TOOL.

(3) ALWAYS ALLOW THE TOOL TO STOP
BEFORE REMOVING THE WORK.

(4) ENSURE THAT THE WORK PIECE IS
SECURELY CLAMPED BEFORE
COMMENCEMENT OF OPERATION.

{5) CLEAR ALL LOOSE ITEMS FROM THE
VICINITY.

(6) ENSURE THAT THE TOOL IS SECURELY
CLAMPED AROUND THE OUTER CASE
BEFORE COMMENCEMENT OF
OPERATION.

(7) ENSURE THAT SAFETY GUARDS ARE
FITTED.

OV ®00000000000o0

(8) BEWARE OF TOOL OUTPUT. THIS
ADVANCES AND ROTATES. -

(9) EYE AND EAR PROTECTION MUST BE
WORN WHEN OPERATING THE TOOL.

(10) DO NOT OPERATE THE TOOL |IN
EXPLOSIVE ATMOSPHERES.

(11)  WHEN MACHINING HAZARDOUS

MATERIALS, PROVISION MUST BE MADE

. FOR pusT COLLECTION OR
SUPPRESSION.

(12) ENSURE THAT AN EMERGENCY STOP IS
PROVIDED FOR THE TOOL, WHETHER
USED ALONE OR BUILT INTO A
MACHINE. A SUITABLE EMERGENCY
STOP CIRCUIT IS DETAILED IN FIGURE 2.

(13) ON ADVANCE THE TOOL IS UNDER
SPRING COMPRESSION, THEREFORE
UPON AIR SHUTOFF IT WILL RETURN TO
DATUM.

FIGURE 3 VALVE BLOCK MODULE COMPLETE
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CONTROL VALVE (FIGURE 3)

Thg valve block module complete {1) contains all the control
functions and signal originations for external control.

The controls and locations are identified below and detailed in the
Drilling operation.

LOCATION: 2 Main Air inlet port, tapped in BSP or NPT.

3 ‘P Input port, tapped M5. Signal point for
peck feed or Dwell control kit circuit.

4 Manual Retract Button (Red).

5 ‘' Remote Start Input port, tapped M5,
Receives external signal to start the tool cycle.

6 Manual Start Button (Green).

7 'R’ Retract Qutput port, tapped 1/8in BSP,
supply for air return.

18 Position for 'S2' Solenoid Valve for Eiectric

Emergency Retract.

19  Position for ‘SW2' Proximity Switch, detects a
signal at the end of a cycle for interface kit
connection {i.e. it is High at depth.

10 Stroke Control Valve.

11 Feed Rate Regulating Screw.

112 Position for 'S1' Solenoid Valve for Electric
Start.

13  Retract Rate Regulating Screw.
14  Advance rate regulating Screw.
15 'O’ port, tapped 1/8in BSP receives signal to
return the feed to start position for peck feed or
Dwell control.
116  Position for 'SW1’ Proximity Swilch, detects a

signal at the beginning of a cycle for interface
kit connection. (i.e. is High in datum position).

Part No. 441513 {ssue 2 07.98




