D% Operating Instructions
- Servicing Instructions
D Series Parts List
Type Code
Lever Stand - D54 901944

Item No Part No Description Qty Item No. Part No. Dascription Qty.
1 15783 Screw 4 16 17183 Clamp . 1
2 16083 Screw 1 17 17293 Grub Screw .. . 1
3 16093 Lock Nut 1 18 44213 Clamp Bolt Complete 1
4 15713 Plunger 1 19 15663 Base .. . . 1
[ 17773 Lever Complete 1 20 43853 Depth Stop 1
[ 77718 Screw 2 21 279613 Bracket - " 1
7 17243 Guide Bar . 1 - 17843 3/16" A/F Hexagon Key 1
8 17223 Operating Rod 1 - 17833 5/32" A/F Hexagon Key 1
9 15673 Pillar ., . 1
10 15743 Spring 1
1 57538 Washer 1 OPFTIONAL EXTRAS
12 52523 Pin . . 2 22 279643 Bar ., - . . . 1
13 17113 Fork End Pin 1 23 279653 Set Screw . . . " 1
14 17813 Link - . 1 24 279663 Nut—M10 .. . M . 1
15 17143 Clamp Bolt Complete 1 25 279633 Conversion Kit (for 2D8 & 2D88) 1
Lou Zampini & Associates Mounti _ _
37 Conifer Drive, N.Providence, RI 02904-3030 ounting an air tool into the clamp:

1-401 354 8878, 1800 353 4676, FAX 401 679 0165
e-mail: info@desouttertools.com

http://www.DesoutterTooIs.com | Place the tool in the stand so that its start control is level and

in line with serew (2}, tighten screws (1),

If tool has a lever control, remove the lever,

Desoutter Limited. '

319, Edgware Road, Colindale. London NW9 6ND. The position at which the air tool starts can be varied by
Telephone: 081-205 7050 Telex: 21392 slackening screw (17) repositioning operating rod (8) and
Fax: 081-205 5167 tightening screw {17).
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