**PHYSICAL DIMENSIONS**

**Lightweight**
- Rotation: 360°
- Clearance: 5°
- Safety Hang Opening: 9.56
- Safety Chain Length: 9.9
- Safety Chain Rating: 274 lbs.
- Coupler: Cin
- Depth: 3.25'
- Diameter: 5.25'
- Length: 13.14'
- Weight: 3.8 lbs.
- Travel: 31.35'

**Features**
- Safety Chain Installed
- Ideal for Work Stations
- Reversed Cold Rolled Spring
- Ultralight 8.35K Housing

**Intermediate**
- Rotation: 360°
- Clearance: 5°
- Safety Hang Opening: 9.56
- Safety Chain Length: 9.9
- Safety Chain Rating: 274 lbs.
- Tool Hanging Point: 1.1
- Depth: 3.22
- Diameter: 5.52
- Length: 12'
- Weight: 3.9 lbs.
- Cable Travel: 4.9 feet
- Cable Extension: 7.2'
- Cable Diameter: 3 mm

**Features**
- Floating Rotating Suspension
- Ultralight 6.5K Housing
- Reversed Safety Adjustments
- Safety Drum Lock
- Stepped Tension Adjustment
- Quick Change Cable

**Load Range**
- Model: 7233-1
- Pounds: 2.65
- Kilograms: 1.2

- Model: 7233-2
- Pounds: 4.55
- Kilograms: 2.1

- Model: 7233-3
- Pounds: 6.45
- Kilograms: 2.9

---

**Load Range**
- Model: 7228-1
- Pounds: 38.26
- Kilograms: 17.3

- Model: 7228-2
- Pounds: 66.4
- Kilograms: 30.1

- Model: 7228-3
- Pounds: 113.2
- Kilograms: 51.4

- Model: 7228-4
- Pounds: 180.3
- Kilograms: 81.8

- Model: 7228-5
- Pounds: 228.5
- Kilograms: 103.8

- Model: 7228-6
- Pounds: 275.7
- Kilograms: 125

---

**Load Range**
- Model: 7230-1
- Pounds: 100.0
- Kilograms: 45.4

- Model: 7230-2
- Pounds: 166.7
- Kilograms: 75.7

- Model: 7230-3
- Pounds: 233.4
- Kilograms: 105.9

- Model: 7230-4
- Pounds: 300.1
- Kilograms: 136.4

- Model: 7230-5
- Pounds: 366.8
- Kilograms: 167.1

- Model: 7230-6
- Pounds: 433.5
- Kilograms: 197.8

---

**Features**
- Automatic Safety Detent
- Safety Chain Installed
- Reversed Cold Rolled Spring
- Optional Ratchet Lock (7233)
### PHYSICAL DIMENSIONS

<table>
<thead>
<tr>
<th>Description</th>
<th>Model 7341-1</th>
<th>Model 7342-1</th>
<th>Model 7343-1</th>
<th>Model 7341-2</th>
<th>Model 7342-2</th>
</tr>
</thead>
<tbody>
<tr>
<td>Rotation</td>
<td>360°</td>
<td>360°</td>
<td>360°</td>
<td>360°</td>
<td>360°</td>
</tr>
<tr>
<td>Hook Opening</td>
<td>15/16&quot; ID</td>
<td>15/16&quot; ID</td>
<td>15/16&quot; ID</td>
<td>15/16&quot; ID</td>
<td>15/16&quot; ID</td>
</tr>
<tr>
<td>Safety Chain Length</td>
<td>15&quot;</td>
<td>15&quot;</td>
<td>15&quot;</td>
<td>15&quot;</td>
<td>15&quot;</td>
</tr>
<tr>
<td>Safety Chain Rating</td>
<td>3800 lbs</td>
<td>3800 lbs</td>
<td>3800 lbs</td>
<td>3800 lbs</td>
<td>3800 lbs</td>
</tr>
<tr>
<td>Tool Mounting Point</td>
<td>1&quot;</td>
<td>1&quot;</td>
<td>1&quot;</td>
<td>1&quot;</td>
<td>1&quot;</td>
</tr>
<tr>
<td>Depth</td>
<td>7&quot;</td>
<td>7&quot;</td>
<td>7&quot;</td>
<td>7&quot;</td>
<td>7&quot;</td>
</tr>
<tr>
<td>Diameter</td>
<td>9.8&quot;</td>
<td>9.8&quot;</td>
<td>9.8&quot;</td>
<td>9.8&quot;</td>
<td>9.8&quot;</td>
</tr>
<tr>
<td>Length</td>
<td>28&quot;</td>
<td>28&quot;</td>
<td>28&quot;</td>
<td>28&quot;</td>
<td>28&quot;</td>
</tr>
<tr>
<td>Weight</td>
<td>45 lbs</td>
<td>45 lbs</td>
<td>45 lbs</td>
<td>45 lbs</td>
<td>45 lbs</td>
</tr>
<tr>
<td>Cable Travel</td>
<td>6.5 Feet</td>
<td>6.5 Feet</td>
<td>6.5 Feet</td>
<td>6.5 Feet</td>
<td>6.5 Feet</td>
</tr>
<tr>
<td>Cable Extension</td>
<td>29&quot;</td>
<td>29&quot;</td>
<td>29&quot;</td>
<td>29&quot;</td>
<td>29&quot;</td>
</tr>
<tr>
<td>Cable Diameter</td>
<td>5 mm</td>
<td>5 mm</td>
<td>5 mm</td>
<td>5 mm</td>
<td>5 mm</td>
</tr>
</tbody>
</table>

### LOAD RANGE

<table>
<thead>
<tr>
<th>Model 7341-1</th>
<th>Model 7342-1</th>
<th>Model 7343-1</th>
<th>Model 7341-2</th>
<th>Model 7342-2</th>
</tr>
</thead>
<tbody>
<tr>
<td>Pounds</td>
<td>36 - 44</td>
<td>46 - 66</td>
<td>66 - 99</td>
<td>99 - 132</td>
</tr>
<tr>
<td>Kilograms</td>
<td>16 - 20</td>
<td>20 - 35</td>
<td>30 - 45</td>
<td>45 - 60</td>
</tr>
<tr>
<td>Pounds</td>
<td>132 - 187</td>
<td>165 - 198</td>
<td>198 - 220</td>
<td>220 - 250</td>
</tr>
<tr>
<td>Kilograms</td>
<td>60 - 75</td>
<td>75 - 90</td>
<td>90 - 100</td>
<td>100 - 130</td>
</tr>
</tbody>
</table>

### FEATURES

- Floating Rotating Suspension
- Locking Safety Hook
- Reversed Safety Adjustments
- Safety Damp Lock
- Stepsless Tension Adjustment
- Quick Change Cable
- Automatic Safety Door
- Safety Chain Installed
- Cold Rolled Spring
- Exclusion Cable Limiter
- Easy Load Limiting
- Easy Spring Change

### OPTIONAL ACCESSORIES

- Part No. 91283-5
- Part No. 91289-5
- For Series 7246-2, 7247-2, 7248-2, 7249-2

- Electrical Insulators
- Not to be used for replacement of safety cable.
- For Series 7246-2, 7247-2, 7248-2, 7249-2

- Automatic Alignment Suspension
  
- With Grizzly/Bullard Golden Quot Wrench
  
- Part No. 88000
  
- For Series 7246-2, 7247-2, 7248-2, 7249-2

- Universal Grizzly/Bullard Golden Quot Head
  
- For Series 7246-2, 7247-2, 7248-2, 7249-2
### HEAVY DUTY SERIES 7251 DOUBLE SPRING

<table>
<thead>
<tr>
<th>Model</th>
<th>Load Range</th>
<th>Kilograms</th>
</tr>
</thead>
<tbody>
<tr>
<td>7251-00</td>
<td>220 - 251</td>
<td>100 - 115</td>
</tr>
<tr>
<td>7251-09</td>
<td>251 - 286</td>
<td>115 - 130</td>
</tr>
<tr>
<td>7251-10</td>
<td>266 - 308</td>
<td>130 - 140</td>
</tr>
<tr>
<td>7251-11</td>
<td>308 - 330</td>
<td>140 - 150</td>
</tr>
</tbody>
</table>

**Features:**
- Automatic Safety Detent
- Safety Chain Installed
- Cold Rolled Spring
- Excluded Cable Limiter
- Easy Load Leveling
- Easy Spring Change

### HEAVY DUTY SERIES 7261

<table>
<thead>
<tr>
<th>Model</th>
<th>Load Range</th>
<th>Kilograms</th>
</tr>
</thead>
<tbody>
<tr>
<td>7261-01</td>
<td>331 - 385</td>
<td>150 - 175</td>
</tr>
<tr>
<td>7261-02</td>
<td>385 - 440</td>
<td>175 - 200</td>
</tr>
<tr>
<td>7261-03</td>
<td>440 - 496</td>
<td>200 - 225</td>
</tr>
<tr>
<td>7261-04</td>
<td>496 - 551</td>
<td>225 - 240</td>
</tr>
<tr>
<td>7261-05</td>
<td>551 - 606</td>
<td>240 - 250</td>
</tr>
<tr>
<td>7261-06</td>
<td>606 - 662</td>
<td>250 - 275</td>
</tr>
</tbody>
</table>

**Features:**
- Automatic Safety Detent
- Safety Chain Installed
- Cold Rolled Spring
- Excluded Cable Limiter
- Easy Load Leveling
- Easy Spring Change
The Highest Quality Spring Balancers Available

Introducing the KROMER® Team

We take pride in our micro-environment and possess an unparalleled commitment to both inventory and the technical aspects of each of our balancers. We strive to fill your balancer requirements with "same day" information and delivery, conveniently providing on-site presentations, installation and maintenance training. An assembly video tape is also available for customer reference.