## INTEGRATED AIR HOSE
### SERIES 7223

**PHYSICAL DIMENSIONS**
- Rotation: 360°
- Clearance: 3”
- Safety Hanger Opening: 9/16
- Safety Chain Length: 9”
- Safety Chain Rating: 274 lbs.
- Coupler: Cejn
- Depth: 3.5”
- Diameter: 5.5”
- Length: 13.4”
- Weight: 3 lbs.
- Travel: 31.5”

**LOAD RANGE**
<table>
<thead>
<tr>
<th>Model</th>
<th>Pounds</th>
<th>Kilograms</th>
</tr>
</thead>
<tbody>
<tr>
<td>7223-1</td>
<td>.88 - 2.65</td>
<td>.4 - 1.2</td>
</tr>
<tr>
<td>7223-2</td>
<td>2.65 - 4.85</td>
<td>1.2 - 2.2</td>
</tr>
<tr>
<td>7223-3</td>
<td>4.85 - 6.61</td>
<td>2.2 - 3.0</td>
</tr>
</tbody>
</table>

**FEATURES**
- Locking Safety Hanger
- Stepless Load Adjustment
- Quick Release Coupler
- Air Pressure - 145 psi (14.13 cfm)
- Safety Chain Installed
- Ideal for Work Stations
- Riveted Cold Rolled Spring
- Ultramid B 35K Housing

## LIGHTWEIGHT
### SERIES 7228

**PHYSICAL DIMENSIONS**
- Rotation: 360°
- Clearance: 3”
- Safety Hanger Opening: 13/16”
- Safety Chain Length: 9”
- Safety Chain Rating: 274 lbs.
- Tool Mounting Point: 1”
- Depth: 3.2”
- Diameter: 5.5”
- Length: 12”
- Weight: 3 lbs.
- Cable Travel: 4.9 Feet
- Cable Extension: 72”
- Cable Diameter: 3 mm

**LOAD RANGE**
<table>
<thead>
<tr>
<th>Model</th>
<th>Pounds</th>
<th>Kilograms</th>
</tr>
</thead>
<tbody>
<tr>
<td>7228-1</td>
<td>.88 - 2.65</td>
<td>.4 - 1.2</td>
</tr>
<tr>
<td>7228-2</td>
<td>2.65 - 5.73</td>
<td>1.2 - 2.6</td>
</tr>
<tr>
<td>7228-3</td>
<td>5.73 - 8.38</td>
<td>2.6 - 3.8</td>
</tr>
<tr>
<td>7228-4</td>
<td>8.38 - 11.4</td>
<td>3.8 - 5.2</td>
</tr>
<tr>
<td>7228-5</td>
<td>11.4 - 14.3</td>
<td>5.2 - 6.5</td>
</tr>
</tbody>
</table>

**FEATURES**
- Locking Safety Hanger
- Ultramid B 35K Housing
- Drum Lock Slot
- Steel Cable
- Quick Change Cable
- Safety Detent Models 3, 4, 5
- Stepless Tension Adjustment
- Safety Chain Installed
- Riveted Cold Rolled Spring
- Locking Safety Hook

## INTERMEDIATE
### SERIES 7230

**PHYSICAL DIMENSIONS**
- Rotation: 360°
- Clearance: 4”
- Hook Opening: 9/16”
- Safety Chain Length: 9”
- Safety Chain Rating: 274 lbs.
- Tool Mounting Point: 9/16”
- Depth: 5”
- Diameter: 7”
- Length: 15”
- Weight: 8.5 lbs.
- Cable Travel: 6.5 Feet
- Cable Extension: 72”
- Cable Diameter: 3 mm

**LOAD RANGE**
<table>
<thead>
<tr>
<th>Model</th>
<th>Pounds</th>
<th>Kilograms</th>
</tr>
</thead>
<tbody>
<tr>
<td>7230-1</td>
<td>6.60 - 11</td>
<td>3 - 5</td>
</tr>
<tr>
<td>7230-2</td>
<td>10.0 - 15</td>
<td>4 - 7</td>
</tr>
<tr>
<td>7230-3</td>
<td>13.3 - 22</td>
<td>6 - 10</td>
</tr>
<tr>
<td>7230-4</td>
<td>20.0 - 30</td>
<td>9 - 14</td>
</tr>
<tr>
<td>7230-5</td>
<td>28.7 - 37</td>
<td>13 - 17</td>
</tr>
<tr>
<td>7230-6</td>
<td>35.3 - 46.3</td>
<td>16 - 21</td>
</tr>
</tbody>
</table>

**FEATURES**
- Floating Rotating Suspension
- Ultramid B 35K Housing
- Recessed Safe Adjustments
- Safety Drum Lock
- Stepless Tension Adjustment
- Quick Change Cable
- Automatic Safety Detent
- Safety Chain Installed
- Riveted Cold Rolled Spring
- Optional Ratchet Lock (7231)