Torque Controlled Shut Off — SD Series
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PUSH START — SHUT OFF — ONE WAY

PICTURE TOOL TYPE PART TORQUE FITTED AIR AIR HOSE AIR SOUND VIBRATION
REF NUMBER RANGE SPRING FLOW BORE INLET LEVEL

———mmm“—“

A SD023-1AM3500-S4Q 1464254 3500 89204 89204 1840 0 1" <25
A SD035-1AM2200-54Q 1464244 2200 89400 89400 1840 10y 1" 73 <25
A SD055-1AM1470-S4Q 1464234 1470 177487 177487 1840 10y 1" 73 <25
A SDO75-1AM1100-S4Q 1464224 1100  221-664 221664 1840 " 1" 73 <25
A SD100-1AM820-54Q 1464214 820 310885 310885 1840 0 1" 73 <25
A SD140-1AM510-S4Q 1464204 510 3101239 310885 1840 " 1" 73 <25
A SD160-1AM320-54Q 1464194 320 3101416 31.0885 1840 ” g 73 <25

REMOTE START - SHUT OFF — MANUAL REVERSE

PICTURE TOOL TYPE PART TORQUE FITTED AIR AIR HOSE AIR SOUND VIBRATION
REF NUMBER RANGE SPRING FLOW BORE INLET LEVEL

———m_-m--_——

B SD023-2RM3500-54Q 1464324 3500 89204 1023 18.40 1) 1" <25
B SD035-2RM2200-54Q 1464314 2200 89400 1035 1840 " 1" 73 <25
B SD055-2RM1470-54Q 1464304 1470 177487  177-487 1840 1 " 73 <25
B SDO075-2RM1100-S4Q 1464294 1100  221-664 221664 1840 " 1" 73 <25
B SD100-2RM820-S4Q 1464284 820 310885 310885  18.40 " " 73 <25
B SD140-2RM510-54Q 1464274 510  31.0-1239  31.0-885 1840 A 1" 73 <25
B SD160-2RM320-54Q 1464264 320 3101416 310885 1840 5 " 73 <25

Pneumatic Control
Both tools produce signals for interfacing with other equipment.

10-32 Port provides signal
while tool is running.

The signal stops when
the clutch operates.

Torque Range and Spring Selection

The majority of the SD Series uses one spring to cover the entire torque range. The 320 and 510 r/min tools use
two springs as per below.

T RS R TS for SER S | SRR PN | SRR
465763 31.0-885 31.0-88.5
465753 66.4-123.9 66.4-141.6



SD Series — Dimensions
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All dimensions are in inches calculated from measured millimeter values

Weights

2RM (320, 510, 820, 1100 & 1470rpm) = 2.02/b (0.92kg)
2RM (2200 & 3500 rpm) = 1.67Ib (0.76kg)



