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Desoutter Limited. HP2 7DR. UK.

[tem Part No.
Ps. Nr. Teil Nr.
No. ArticleRéférence
1 315183
2 315053
3 67428
4 436933
5 260023
6 313103
7 312533
8 306993
9 306823
10 306303
it 304673
12 436863
13 416993
14 306503
15 437053
16 313243
17 4317113
18 437133
19 4317153
20 313163
21 436973
22 252433
252443
23 315253
24 316312
25 305983
26 319813
27 39433

Description Qty.
Beschreibung Menge
Description Qté.
Clutch Case

Clutch

Clutch Spring

Gearbox Service Kit
Drive Dog

Gearbox Nose

Planet Cage

Planet Cage

Gear Ring

Spacer

Front Bearing Housing Kit
Blades & Bearings Kit
Cylinder & End Plates Kit
Rotor

Rear Bearing Housing Kit
Body

Valve Actuator

Valve Kit

Reverse Valve & Actuator
Motor Complete

O-Ring Kit

Air inlet Bolt BSP 1/4"
Air Inlet Bolt NPT 1/4"
Exhaust Silencer

Exhaust Cap

Lever

Control Top Complete
Suspension Bail
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Desornidlor

Desoutter Limited. HP2 7DR. UK,

STATEMENT OF USE

This product is designed for the installing and removing of threaded
fasteners in wood, metal and plastics.

GENERAL

Recommended inlet hose
=

.Q;- :fi 10mm '
Im -

f

LUBRICATION

Correct lubrication is vital for the maximum performance of the tool
and an airline lubricator should be fitted into the system down
stream of the filter. Use ISO VG 15.

158733 = Molykate PG75 273283 = BP FGOOEP
208893 = Rocol M204G  27662(5L) = ISOVG15
273273 = BP Q5618 27652(250ml) = 15O VG135
DATA

Maximum air pressure Pmax = 6.3 bar
Sound Pressure Level (dBA} =73 £ 2 re. CAGI-PNEUROP Test

Code
Vibration Level (m/sec?) =4.2-10re, ISO B662
Weight. =1.0kg.

A WARNING

BEFORE OPERATING THIS TOOL, READ AND
UNDERSTAND SCREWDRIVER SAFETY
INSTRUCTIONS PART NO. 370273

ACCESSORIES

A range of accessories are available and suitable items should be
selected from the Desoutter accessories catalogue.

OPERATING INSTRUCTIONS
1. The output drive will not run until the tool is pressed onto the
fixing that is to be tightened.

2. When the required torque is reached the clutch will ratchet, at
this point withdraw the tool from the fixing and release the
button.

MAINTENANCE INSTRUCTIONS

1. Servicing should be carried out at intervals of 1000 hours use.

2. All torque figures + 10%.

3. Replace as necessary all ‘O’ rings, bearings and rator blades, see
service kits,

4.@ Indicates direction of dismantling.

5. When disposing of components, lubricants, etc. ensure that the
relevant safety procedures are carried out.
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