@ AirToolPro.com by Zampini Industrial Group - Premier Tool Suppliers Since 1987 1 -800-353-4676 =

Tappers

T )

Air inlet: /4" BSP/NPT. Vibration level: <2.5 m/s?

PICTURE MODEL PART FREE REVERSE | CHUCK | MAX. TAPPING WEIGHT AR MIN HOSE | SOUND
REF NUMBER SPEED SPEED SIZE TORQUE FLOW BORE LEVEL
D SERIES
Button Start - push/pull reverse
A D16-S-1000 1274544 1000 2000 s 65 38 43 28 13 20 94 3s 10 77
A D16-S-500 1274384 500 1000 3 10.0 76 86 308 14 20 94 3s 10 77
Lever Start — push/pull reverse
B D16-L-1000 1274624 1000 2000 s 65 38 43 28 13 20 94 3g 10 77
B D16-L-500 1274464 500 1000 3 10.0 76 86 308 14 20 94 3s 10 77
Trigger Start — push/pull reverse
c D16-P-750 1288084 750 1500 fa 65 55 62 375 17 18 85 3s 10 78
C D16-P-450 1287934 450 900 3 10.0 98 1.1 397 18 18 85 ¥s 10 78
F SERIES
Lever Start - button reverse - stand mounted
D 2F16-L-700 1241394 700 700 s+ 65 59 67 375 17 23 1.1 3g 10 76
D 2F16-L-250 1241474 250 250 '+ 65 155 175 397 18 23 1.1 3s 10 76
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Accessories

5.43" (138)

5.43" (138)

Model A

| MY

D16-L-1000 | 11.77 | 299

D16-L500 | 1220 | 310 - g - [T
5@ Y8 3 =g
Model A &3 I s s
in. | mm Model | n A . Model | A
- | in. | mm
D16-5-1000 | 11.77 | 299
D16-P-750 | 1169 | 297
D16-5-500 | 1220 | 310 | | 2F16-L-700 | 1098 | 279
D16-P-450 | 1212 1 308 2F16-L-250 | 11.73 | 298

PART NUMBER
D16-S-1000  D16-S-500
D16-L-1000  D16-L-500 2F16-L-700
D16-P-750 D16-P-450 2F16-L-250

1 - 1 Chuck with key capacity /4" (6.5mm) 29492
= * Key 29182
1 Chuck with key capacity 3/g" (10mm) 29042
* Key 29232
2 Precision collet tap holder 29462
3 Collet capacity 9s4"- /4" (3.5-6.5mm) 29482
4  Exhaust hose (except D16-P-..) 222453 222453 222453
> Clamp 235203 235203 235203
OPTIONAL ACCESSORIES
ITEM PART NO.
5  Lock off lever 323893
6 Precision collet tap holder 29452
7 Collet capacity 3/16"- 5/16" (4.5-8mm) 29472
8 *Tap Holder 69922
9  Quick Release Chuck 16852
10  *Quick Release Tap Holder 69872

*Collets for Tap Holders:

+ M22&M25 6&8 2.8 2612

- M3 1fg" 5 32 2632

+ M35 4 36 2652

- M4 4.0 2672

« M45 3 45 2702

+ M5 316" 2 5.0 2722

+ M55 73" 1 5.6 2752

? - M6 1 0 63 2792
A - M7 93" 71 2832
+ MB&M11 516" & 7/16" 8.0 2872

+ M9&M12 11" 9.0 69882

+ M0 3" 10.0 69892

*  *Wrench for Tap Holder collet nut 29443

*2mm A/F hexagon key for Tap Holder set screws 206773
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